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Material Safety Data Sheet 



— --- — 


rh.rre.v,! Prnrtnrt TH,.r,rirY- Lithium Manganese 

Dioxide Button Cell 


A ui o - KT V 23-161 (CR2025) 

Assembly Part Number: 

Chemical Part Number 


SECTION 1 

Manufacturer’s Name: TOSHIBA BATTERY CO., LTD 

Address (Number, Street, City, State, Zip Code) 

C\n7.Pi 7-rhomp . Chno-ku, Tokvo. Jaoan 

Em**rg^r*'*y 'T'^l^phnn^ MnmH^r: Tokyo 

(03)541-745 

Telephone* N^^nhi^r for Tnfnrmation! 


Date Pr£»nared! Nov , 

29. 1990 


SECTION 2 - HAZARDOUS INGREDIENTS / IDEN lTlY INFORMATION 

Hazardous Componants CAS# 

(Specific Chemical Identity: Common Namo(s)) 

OSHA PEL ACGIH TLV Other Limits % (Optional) 

Recommended 


1) 

Manganese Dioxide 

(26.92 WT%) 

2) 

Lithium Metal 

(1.73 WT%) 

3) 

Nonaqueous Electrolyte 

(6.97 WT%) 


SECTION 3 - PHYSICAL / CHEMICAL CHARACTERISTICS 


Boiling Point 

Vapor Pressxire (mm Hg.). 
Vapor Density (Air = 1) - 

Solubility in Water 

Appearance and Odor 


NA 

NA 

NA 

NA 

Coin-shaped r 


Specific Gravity (H20 = 1) 

Melting Point 

Evaporation Rate (Butyl Acetate =1). 


odorless 


SECTION 4 - FIRE AND EXPLOSION HAZARD DATA 

Flash Point (Method Used) — Flammable Limits 

NA 

Extinguishing Media — 


.LEL 


NA 




NA 




Special Fir. Hghdng a a..,.. Ose of seU-Contalned Breathing appac.tua and pcopec 

personal protective equipment i s recommended^. 

Unusual Fire and Explosion When exposed to excessive heat cells may rupture and burn 


loul caarjc lo ujc Is the most 

cunim aviiiabie ' at the Um« of^repmraiion snd Is issued ss s matter of information only, no warranty as 


to itJ accuracy or completeness is expressed or 


. rhemical / Pan Number 

SECTION. 5 - REACH VITY DATA 

• T ! ^ na ^ 

1 X ■■■1- 

NA 

NA 


Polymerization ^ Will Not Occur — — 

SECTION 6 - HEALTH HAZARD DATA 


Route (s) 01 iintry: innaiauun; — o 

NA 



Carcinogenicity: NPT7 lARC Monographs?— OSHA Regulated? 

NA 


— NA 




Medical Condiuons Generally Aggravatea oy nxpo5ure._ 


Emergency and First Aid rroceaures.. 

SECTION 7 - PRECAUTIONS FOR SAFE HANDLING AND USE 

. When accumulating large quantities of 

undischarged batteries for disposal, pack in a non-conductive insulating material. 


When discharqed, the Wisconsin Department of National Resources has 

declared this type of Lithium cell Non-hazardous . dispose of according to appropriate 


_ T7 . Don't store unpacked batteries together. 

This situation will result in cell shorting and heat build — 


n.K.r ■Pr,r„.t,-r,n?- ^one under Normal use. 


SECTION 8 - CONTROL MEASURES 


Respiratory Protection (Speafy Type}^ ~ 

.. . . - , , ^ u... NA Soccial NA 

Ventilauon f Local Exhaust — 

\ - ,N Other UL 

1 Mechanical (General; 

ninirr' ”A Evc Protection 


Other Protective Clothing or Equipment 

, „ . . NA 

Work/hygemc pracuces 


